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Abstract
Open-ended ridged waveguide phased array antennas are of high interest for low Earth orbit satellite communication
applications due to their high efficiencies and power handling capacities. This paper analyzes the scan limitations
with respect to active matching, axial ratio (AR), and realized gain of circular and hexagonal waveguide apertures
with three and six ridges for a Ka-band satellite downlink application. Strong degradation of the active reflection
coefficient (ARC), the coupling coefficient to the terminated (cross-polarized) port of a polarizer, the AR, and the
realized gain are observed at high scan angles and frequencies when using a large element periodicity near the
grating lobe threshold. For the open-ended hexagonal six-ridged waveguide, the scan limitations are investigated
in detail for several element periodicities. The degradations can be related to three conditions. First, the onset
of higher-order Floquet modes leads to single-mode scan blindness associated with one of the two orthogonal
fundamental waveguide modes. Second, a transmission zero of one of the two fundamental waveguide modes far
outside the operational band, occurring when the phase constants of the fundamental waveguide modes align with
those of the fundamental Floquet modes, is interpreted as surface wave propagation and results in an increased
attenuation of the affected fundamental waveguide mode at the maximum operational frequency. Third, the onset of
higher-order waveguide modes induces modal coupling between the fundamental and the first two higher-order
waveguide modes. Each of these conditions results in unequal contributions from the two fundamental waveguide
modes to the radiated field, thereby degrading the overall performance. These scan limitations can be mitigated by
using open-ended ridged waveguides with an electrically short evanescent end-section, allowing for large element
periodicities while meeting the AR requirements for Ka-band satellite communication applications.
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1. Introduction

In current 6G communication architectures, it is foreseen that
non-terrestrial networks (NTNs) will be integrated with tradi-
tional terrestrial networks using large low Earth orbit (LEO)
satellite constellations [1, 2]. Direct and indirect access schemes
will improve user connectivity. While direct access will pro-
vide a direct user-to-satellite link using the L- and S-band, in-

direct access will provide high data rates accessible through
base stations or very small aperture terminals (VSATs) using
the Ka-band. Today, the Ka-band is already widely used in
satellite communications, and with 3GPP Release 18, the fre-
quency bands n512, n511, and n510 (downlink: 17.3 - 20.2 GHz,
uplink: 27.5 - 30 GHz) have been added for use in NTNs [3].

For LEO satellite communications payloads, circularly po-
larized phased array antennas (PAAs) are essential building
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blocks that provide wide-angle electronic beam steering with
multiple high-gain beams. Waveguide antennas are widely used
in satellite communications due to their high efficiency and
power handling capabilities [4]. Recently, open-ended square,
circular, and hexagonal ridged waveguide apertures using rect-
angular and triangular lattice configurations have been proposed
[5]-[11]. In particular, [6] and [7] introduced a circular three-
ridged choked horn aperture with spline-shaped ridge transi-
tions, while [8] proposed a similar aperture using evanescent
waveguide sections. Furthermore, in [10] we presented a hexag-
onal six-ridged slotted horn aperture with exponentially tapered
wall openings and ridge decays.

Square, circular, and hexagonal waveguides support the
propagation of two orthogonal fundamental modes that are re-
quired to achieve circular polarization. The ridges reduce the
cut-off frequencies of the fundamental waveguide modes, al-
lowing smaller waveguide dimensions while still meeting the
bandwidth requirements. Maximizing the element periodicity
in a PAA is essential to simplify radio frequency (RF) front-end
integration, thermal management, and to minimize the number
of antenna elements and control nodes. Triangular lattices are
preferred over rectangular lattices because larger element peri-
odicities can be realized for a grating lobe free operation. In ad-
dition, the larger tolerable element spacing supports waveguide
propagation at lower frequencies. Advances in metal-based
additive manufacturing enable the cost-effective realization of
these PAAs for centimeter wave (cmW) and millimeter wave
(mmW) frequencies [12]-[15].

As expected for flat panel PAAs, performance degradation
of the active reflection coefficient (ARC) and axial ratio (AR)
has been observed in the literature for open-ended ridged wave-
guide apertures when scanned far from the broadside [9]-[11].
This paper continues our discussion started in [11] on analyzing
the scan limitations of such apertures for a Ka-band satellite
downlink application. In particular, four element geometries are
considered, consisting of circular and hexagonal waveguides
with three and six ridges. The apertures are studied with respect
to active matching, AR, and realized gain. For the hexagonal
waveguide with six ridges, the scan limitations are analyzed in
detail, including a modal analysis for several element periodici-
ties. As an extension to [11], we also investigated open-ended
ridged waveguides with an electrically short evanescent wave-
guide end-section to address the identified scan limitations.

Finally, a comparison with similar ridged waveguide apertures
reported in the literature is made.

2. Open-ended Ridged Waveguide Apertures
For a LEO Ka-band satellite downlink application, where satel-
lites typically operate at altitudes between 600 and 1200 km, the
transmitting PAA must operate from 17.3 - 20.2 GHz (relative
bandwidth of 15.5%) with scan angles of up to ± 50�. Although
the formation of grating lobes outside the satellite’s field of
view can be tolerated, strong degradation of the active matching
and the AR has already been observed in the literature for ele-
ment periodicities smaller than the maximum tolerable grating
lobe free element periodicity [9]-[11]. Therefore, the apertures
analyzed in the following are arranged to avoid grating lobes
within the operational scan range (q0� 50�) and the maximum
operational frequency (fmax = 20.2 GHz). Consequently, the
maximum grating lobe free element periodicity in a triangular
lattice is about 0.65lmin (� 9.65 mm).

Four geometries consisting of circular and hexagonal ridged
waveguides are considered: a circular three-ridged waveguide
(C3RWG), a circular six-ridged waveguide (C6RWG), a hexag-
onal three-ridged waveguide (H3RWG), and a hexagonal six-
ridged waveguide (H6RWG). In Fig. 1 all four ridged waveguide
geometries are depicted. The ridge height is the primary pa-
rameter that modulates the cut-off frequencies of the waveguide
modes for a fixed waveguide size. Fig. 2 shows the cut-off fre-
quencies of the two fundamental (denoted as waveguide mode
1/2) and first higher-order waveguide modes (denoted as wave-
guide mode 3/4) as functions of the ridge height for a fixed
ridge width of 0.034lmin (= 0.5 mm) and an element periodic-
ity of 0.65lmin with a minimum waveguide wall thickness of
0.027lmin (= 0.4 mm). Waveguides with three ridges have a
significantly larger fundamental mode bandwidth than those
with six ridges. Among the three-ridged waveguides, the circu-
lar geometry provides the largest bandwidth, whereas among
the six-ridged waveguides, the hexagonal geometry provides
the largest bandwidth. Nevertheless, all four ridged waveguide
geometries are able to cover the Ka-band satellite downlink
band. In the following, the ridge heights are selected for iden-
tical fundamental mode cut-off frequencies of approximately
16.5 GHz, providing some margin to the minimum operational
frequency (fmin = 17.3 GHz).

ridge 
   height

ridge width

ridge height

(a) C3RWG (b) C6RWG (c) H3RWG (d) H6RWG

Figure 1: Considered waveguide geometries: (a) circular three-ridged waveguide (C3RWG), (b) circular six-ridged waveguide
(C6RWG), (c) hexagonal three-ridged waveguide (H3RWG), and (d) hexagonal six-ridged waveguide (H6RWG).
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(a) C3RWG (b) C6RWG (c) H3RWG (d) H6RWG

Figure 2: Cut-off frequencies of the fundamental (denoted as waveguide mode 1/2) and �rst higher-order waveguide modes
(denoted as waveguide mode 3/4) as functions of the ridge height for the four considered waveguide geometries with an element
periodicity of 0.65lmin. A black cross marks the ridge heights chosen for fundamental mode cut-off frequencies of 16.5 GHz.

2.1. Scan Limitations
The scan limitations of all four waveguide geometries are ana-
lyzed. The apertures are modeled as perfect electric conductors
and simulated using an ideal excitation of the waveguide modes
in an in�nite array environment in Ansys HFSS [16]. Fig. 3
illustrates an in�nite ridged waveguide PAA aperture scanning
in the (f 0, q0) - direction with respect to the used reference co-
ordinate system.

Furthermore, the apertures are evaluated with an ideal po-
larizer that generates a perfectly circularly polarized excitation
of the two orthogonal waveguide modes. Fig. 4 illustrates the
circuit diagram of a ridged waveguide aperture cascaded with
an ideal polarizer, similar to that in [5]. Depending on the
selected port of the polarizer, either left-hand circular polar-
ization (LHCP) or right-hand circular polarization (RHCP) is
excited. Assuming RHCP in the following, the ARC at the
excited (co-polarized) port of the polarizer can be represented
as

ARCRHCP=
1
2

·
�
S11 � S 22+ j · (S 12+S21)

�
(1)

and the coupling coef�cient to the terminated (cross-polarized)

Figure 3: Illustration of an in�nite ridged waveguide PAA
aperture scanning in the (f0, q0) - direction with respect to the
used reference coordinate system.

port of the polarizer as

CLHCP =
1
2

·
�
S21 � S 12+ j · (S 11+S22)

�
, (2)

with Sii andSij as the self and mutual coupling coef�cients,
respectively, of the two fundamental waveguide modes. Further,
the electric �eld for LHCP and RHCP can be de�ned as

ELHCP =
1

p
2

·
�
Eq � j ·E f

�
(3)

ERHCP=
1

p
2

·
�
Eq + j ·E f

�
, (4)

whereEq andEf are the complex total electric �eld components
in the far-�eld in a spherical coordinate system. The AR is
calculated as

AR =

vu
u
t jEq j2 + jE f j2 + jE 2

q +E 2
f j

jEq j2 + jE f j2 � jE 2
q +E 2

f j
(5)

and the co-polarized (RHCP) realized gain as

GRHCP=
4p ·URHCP

Pinc
, (6)

with Pinc as the incident power and

URHCP=
1
2

·
jERHCPj2

h0
· r2, (7)

whereh0 is the free-space impedance and r is the distance from
the antenna [17].

Figure 4: Circuit diagram of a ridged waveguide aperture
cascaded with an ideal polarizer.
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Fig. 5 shows the ARC, the coupling coef�cient, and the
AR of the waveguide apertures with an element periodicity of
0.65l min at the broadside and the maximum scan angle. As
expected, while the waveguide elements with three ridges show
symmetry in120� sectors, the waveguide elements with six
ridges show symmetry in60� sectors. Moreover, waveguides
with the same number of ridges exhibit similar behavior.

Although the ARCs and the coupling coef�cients are typi-
cally less than -10 dB at broadside, the ARCs and the coupling
coef�cients degrade signi�cantly with increasing frequency at
high scan angles. For the three-ridged waveguides the ARCs
and coupling coef�cients peak at the maximum operational fre-
quency around-5.5 dBand-3.5 dB, respectively, while for the
six-ridged waveguides the ARCs and coupling coef�cients peak

(a) ARCRHCP of the C3RWG (b) CLHCP of the C3RWG (c) AR of the C3RWG

(d) ARCRHCP of the C6RWG (e) CLHCP of the C6RWG (f) AR of the C6RWG

(g) ARCRHCP of the H3RWG (h) CLHCP of the H3RWG (i) AR of the H3RWG

(j) ARCRHCP of the H6RWG (k) CLHCP of the H6RWG (l) AR of the H6RWG

Figure 5: ARC, coupling coef�cient, and AR as functions of frequency of the four considered waveguide apertures with element
periodicities of 0.65lmin (� 9.65 mm) at the broadside and at the maximum scan angle of q0 = 50� for f 0 = 0� , 30� , 60� , and 90� .
The ridge dimensions are set accordingly for identical fundamental waveguide mode cut-off frequencies of 16.5 GHz. Some curves
are hidden under others due to symmetry. The considered operational band is highlighted in light gray.
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(a) C3RWG (f0 = 0� ) (b) C6RWG (f0 = 0� ) (c) H3RWG (f 0 = 0� ) (d) H6RWG (f 0 = 0� )

(e) C3RWG (f0 = 90� ) (f) C6RWG (f0 = 90� ) (g) H3RWG (f 0 = 90� ) (h) H6RWG (f 0 = 90� )

Figure 6: Co-polarized (RHCP) realized gain as a function of frequency and scan angle q0 of the four considered waveguide
apertures with element periodicities of 0.65lmin for f 0 = 0� and 90� .

Table 1: Summary of the scan limitations of the four considered waveguide apertures with element periodicities of 0.65lmin.

Aperture ARCRHCP CLHCP AR Gmax
RHCP Scan loss

C3RWG � -5.5 dB � -3.6 dB � 17.5 dB 4.7 – 6.2 dBi � 8.8 dB

C6RWG � -2.9 dB � -6.6 dB � 38.1 dB 4.9 – 6.4 dBi � 9.4 dB

H3RWG � -5.2 dB � -3.5 dB � 25.4 dB 4.6 – 6.4 dBi � 11 dB

H6RWG � -3.1 dB � -7.6 dB � 51.2 dB 4.6 – 6.5 dBi � 9.1 dB

at the maximum operational frequency around-3 dB and-7 dB,
respectively.

Similarly, a strong degradation of the AR can be observed
for all elements. Thef 0 = 0� - and thef 0 = 90� -planes can be
identi�ed as the two critical planes. In bothf -planes, a strong
increase with frequency can be observed, exceeding the satellite
communication speci�cations of 3 dB. For the six-ridged waveg-
uides, in thef 0 = 0� -plane, the AR degrades slightly earlier than
for the three-ridged waveguides. However, atf 0 = 90� , the AR
of the three-ridged waveguides remains above 3 dB across the
entire operational band.

In Fig. 6, the co-polarized (RHCP) realized gain is shown
as a function of frequency and scan angleq0 for f 0 = 0� and
90� for the four considered waveguide apertures with an ele-
ment periodicity of 0.65l min. For all elements the realized gain
peaks roughly between 4.7 dBi and 6.4 dBi with frequency at
broadside and decreases with scan angleq0. As was previously
observed for the AR, a strong decrease of the realized gain of
more than 9 dB can be also seen at the maximum operational
frequency forf 0 = 0� , while for f 0 = 90� the realized gain only
drops by approximately 3.4 dB.

Table 1 summarizes the scan limitations of the four ana-
lyzed ridged waveguide apertures. Overall, the degradation at

high frequencies and scan angles limits the performance of all
elements.

2.2. Analysis of the Hexagonal Six-Ridged Waveguide
For conciseness, this paper will analyze the H6RWG in detail as
an example, as it exhibits signi�cant degradation in ARC, AR,
and realized gain, while also allowing for simpli�ed evaluation
due to its 60� rotational symmetry. As a result, only two scan
directions in thef 0-plane are suf�cient to characterize all scan

(a) Waveguide mode 1 (b) Waveguide mode 2

Figure 7: Illustrations of the two fundamental waveguide mode
electric �eld distributions of the H6RWG.
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(a) ARCmode 1(f 0 = 0� ) (b) ARCmode 2(f 0 = 0� ) (c) ARCRHCP (f 0 = 0� ) (d) AR (f 0 = 0� )

(e) ARCmode 1(f 0 = 90� ) (f) ARCmode 2(f 0 = 90� ) (g) ARCRHCP (f 0 = 90� ) (h) AR (f 0 = 90� )

Figure 8: ARCs in a linear scale and AR in dB as functions of frequency and scan angle of the H6RWG with an element
periodicity of 0.65lmin for f 0 = 0� and 90� . The maximum scan angle, the 3 dB AR threshold, and the �rst two higher-order
Floquet modes (TE01 and TM01) in the f0 = 0� -plane are indicated in white dashed, dotted, and solid lines, respectively.

limitations. Nevertheless, similar observations also result from
the other previously discussed con�gurations.

The fundamental waveguide modes play a crucial role in
explaining the scan limitations. InFig. 7, the �eld distributions
of the two fundamental waveguide modes of the H6RWG are
illustrated. The ARCs of the fundamental waveguide modes
can be de�ned as

ARCmode 1= S11+ j ·S12 (8)

ARCmode 2= S22 � j ·S 21 , (9)

assuming an ideal RHCP excitation.
Fig. 8 shows the ARCs of the two fundamental waveguide

modes at the excited port of the polarizer (RHCP) on a linear
scale and the AR in dB versus the scan angle q0 and frequency
for f 0 = 0� andf 0 = 90� . A linear scale is chosen to capture the
full dynamic range of the ARCs.

When scanning in thef 0 = 0� -plane, there are pairs of fre-
quency / scan angle conditions where the ARC associated with
waveguide mode 2 is unity. Under the same conditions, the
AR is much higher than 9 dB. From phased array theory, it is
known that in an in�nite array, a total re�ection condition with
a corresponding zero in the active element pattern, called scan
blindness, may occur at the frequency and scan angle at which
higher-order Floquet modes begin to propagate. At this fre-
quency and angle, an end-�re grating lobe appears. In Fig. 8(a)-
(d), a white line indicates these frequency / scan angle pairs
corresponding to the excitation of these higher-order Floquet

modes (TE01 andTM01). When scanning in thef 0 = 90� -plane
(bottom graphs in Fig. 8), the behavior is different because
higher-order Floquet modes do not propagate in the considered
frequency band. Nevertheless, a continuous degradation of the
ARC of waveguide mode 2 and of the AR can be observed.

2.2.1. Modal Analysis
To further investigate these scan limitations, a Floquet mode
analysis is performed in the following. Fig. 9(a), (b), (d), and
(e) show the transmission coef�cients between the fundamental
waveguide modes (denoted as waveguide modes 1/2) and the
fundamental and �rst four higher-order Floquet modes (denoted
asTE00, TM00, TE01, TM01, TE-10, andTM-10) for scanning in
thef 0 = 0� - and 90� -plane. The phase constants of the funda-
mental and �rst three higher-order waveguide modes (denoted
as waveguide modes 3/4 and 5), as well as those of the Flo-
quet modes, are plotted in Fig. 9(c) and (f) for scanning in the
same planes. Thereby, the phase constantb corresponds to the
imaginary part of the propagation constant, which is de�ned as

g = a + j ·b , (10)

with a as the attenuation constant.
For f 0 = 0� , prior to the onset of the higher-order Floquet

modes (TE01 andTM01), indicated by their cut-off frequencies,
a transmission zero occurs for waveguide mode 2 with respect
to theTM00 Floquet mode, as also observed in Fig. 8(b) for the
ARC of waveguide mode 2. Therefore, waveguide mode 2 does
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